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11550000  Spool Valves

11550000..1122 11/05IN CONTROL

Preferred Models

Model Number Description Weight kg (lbs) Symbol

2326M2F-VR2B 1/4” NPT 3/2 Pad or pilot operated, spring return 0.65 (1.54)

2526M2F-VR2B 1/4” NPT 5/2 Pad or pilot operated, spring return 1.00 (2.20)

General Description
A range of compact 3/2 and 5/2
manually operated spool valves 
in stainless steel for use on liquids
and gases.

• Panel mounted option
• Closed centre
• Compact

Operating Medium

Gases
• Filtered lubricated or non-lubricated

air, inert gas, sweet (natural) gases.
Sour gas option available.
(details on application) 

Liquids
• Low pressure hydraulic, mineral oil

or water

Functional Symbols

Technical Data
Ports
• 1/4" NPT (BSP option available)
• 1/8" NPT pilot ports
Working Temperature
• -20ºC to +180ºC (-4ºF to +356ºF)
Low temperature version
• -50ºC (-58ºF ) (optional)

Working Pressure 
(gases & liquids)
• 12 bar (174 psi) Maximum

Working Pressure
(gases and liquids)
• 12 bar (174 psi)

Operating Force
• 10 bar (145 psi) body pressure
• 3/2 valves 76 N (17 lbf)
• 5/2 valves 89 N (20 lbf)
Cv (Kv)
• 3/2 valves - 1.0 (15)
• 5/2 valves - 1.2 (17)
Maximum Flow
• 6 bar (87 psi),                                    

1 bar (14.5 psi) differential
• 3/2 valves - 1000 L/min (35.3 SCFM)
• 5/2 valves - 1200 L/min (42.4 SCFM)

These models are supplied with 2 off locknuts for mounting.

3/2
Normally Closed

3/2
Diverter

5/2

3/2
Normally Open

3/2
Changeover

Construction Materials
• Stainless Steel AISI 316L 

to NACE MR-01-75 Body
• Stainless Steel AISI 316L 

to NACE MR-01-75 Spool
• 316 Stainless Steel Spring
• Fluoroelastomer Seals
• Phenolic Resin Pad
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INSTALLATION DIMENSIONS mm (inches)

11550000  Spool Valves

11550000..1133 11/05IN CONTROL

1

D

3 ports P

3
14

øL

øY

RK

Travel T
10

2

BS

B

Signal Port SP

External port EP

LA

ZAZ

2526M2F-VR2B

3/2  Pad or Pilot Operated, Spring Return

5/2 Pad or Pilot Operated, Spring Return

Panel mounting thread øY is 15/16” dia. x 26 TPI Whit Form.

Panel mounted model 2326M2F5VR2B, 2526M2F5VR2B are supplied with 2 off locknuts for mounting.

For above model in Brass specify ‘R’ in position 9 (in place of ‘V’)

2326M2F-VR2B

For basic valve dimensions, see 3/2 pilot air return bases on page 1500.7

Model Number B D* K L P R T PT
2326M2F-VR2B 34 60 10 38 1/4” NPT 15 5 5

(1.34) (2.36) (0.39) (1.50) 1/4” NPT (0.59) (0.20) (0.20)

1

D

3 ports P

3
14

øL

øY

RK

Maximum Panel Thickness PT
Travel T

10

2

BS

B

Signal Port SP

External port EP

Panel mounting thread øY is 15/16” dia. x 26 TPI Whit Form.
Panel mounted model 2326M2F5VR2B, 2526M2F5VR2B are supplied with 2 off locknuts for mounting.
For above model in Brass specify ‘R’ in position 9 (in place of ‘V’)

For basic valve dimensions, see 3/2 pilot air return bases on page 

Model Number B D* K L P R T PT
2526M2F-VR2B 34 60 10 38 1/4” NPT 15 5 5

(1.34) (2.36) (0.39) (1.50) 1/4” NPT (0.59) (0.20) (0.20)
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Preferred Models

Model Number Description Weight kg (lbs) Symbol

2326M276VR2B 1/4” NPT 3/2 Pad operated, spring return with pilot latch 0.75 (1.65)

2326M2JVR2B 1/4” NPT 3/2 Pad operated, spring return, pilot latch, manual pin 0.85 (1.87)

2326M27AVR2B 1/4” NPT 3/2 Pad operated, spring return, pilot latch, manual pin 0.85 (1.87)

2326M27HVR2B 1/4” NPT 3/2 Pad operated, spring return, pilot latch, manual pin 0.85 (1.87)

2526M276VR2B 1/4” NPT 3/2 Pad operated, spring return, pilot latch, manual pin 0.85 (1.87)

2526M27JVR2B 1/4” NPT 3/2 Pad operated, spring return, pilot latch, manual pin 0.85 (1.87)

2526M27AVR2B 1/4” NPT 3/2 Pad operated, spring return, pilot latch, manual pin 0.85 (1.87)

2526M27HVR2B 1/4” NPT 3/2 Pad operated, spring return, pilot latch, manual pin 0.85 (1.87)

General Description
A range of compact 3/2
manually operated spool valves 
in Stainless Steel for use on gases.
• Mechanical latch
• Pilot latch

Operating Medium

Gases
Filtered non-lubricated, 
air, inert, sweet (natural) gases.

Functional Symbols

Technical Data
Ports
• 1/4" NPT (BSP option available)
Working Temperature
• -20ºC to +180ºC (-4ºF to +356ºF)
Low temperature version
• -50ºC (-58ºF ) (optional)
Working Pressure (gases and liquids)
• 10 bar (145 psi) maximum

Function
PAD OPERATED, SPRING RETURN
WITH PILOT LATCH
If a pilot pressure of 1.5 to 10 bar (21 to 145 psi) is
present at pilot ports when the knob is pulled out,
the pilot pressure will hold the valve in the operated
position against the return spring. If the pilot 
pressure falls to 0.5 bar (7 psi) or less, the valve 
will be reset to its unoperated position. The valve

cannot be operated by pilot pressure alone, manual
operation must take place first.

PAD OPERATED, SPRING RETURN
WITH PILOT LATCH AND MANUAL
LATCH PIN
If a pilot pressure of 1.5 to 10 bar (21 to 145 psi) is
present at pilot ports when the knob is pulled out,
the pilot pressure will hold the valve in the operated
position against the return spring. If the pilot 
pressure falls to 2 to 10 bar (29 to 145 psi) this will
simultaneously allow the latch to release whilst
holding the valve in the operated position. The valve
will reset to its unoperated position. The valve 
cannot be operated by pilot pressure alone, manual
operation must take place first.

3/2
Normally Closed

3/2
Diverter

5/2

3/2
Normally Open

3/2
Changeover

Maximum Flow
• 6 bar (87 psi), 1 bar (14.5 psi)

differential
• 3/2 valves - 1000 L/min 

(35.3 SCFM)
Cv (Kv)
• 3/2 valves - 1.0 (15)
Operating Force
• 10 bar (145 psi) body pressure

Button Operated
• 3/2 valves - 76 N (17 lbf)
• 5/2 valves - 89 N (20 lbf)
Construction Materials
• Stainless Steel AISI 316L 

to NACE MR-01-75 Body
• Stainless Steel AISI 316L 

to NACE MR-01-75 Spool
• 316 Stainless Steel Spring
• Fluoroelastomer Seals
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INSTALLATION DIMENSIONS mm (inches)

11550000  Spool Valves

11550000..1144 11/05IN CONTROL
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INSTALLATION DIMENSIONS mm (inches)

11550000  Spool Valves

11550000..1155 11/05IN CONTROL

3/2 Pad Operated, Spring Return with Pilot Latch (Visual Indicator Option).

3/2 Pad Operated, Spring Return with Pilot Latch and Manual Latch Pin (Visual Indicator Option).

Model Number B         BE         BS         D*         K         L        LA          P            SP            EP          R         T         PT        Z         ZA      
2326M276VR2B     45         33 38         60 10 38        -      1/4” NPT  1/8” NPT  1/8” NPT 15         5        5         - -

(1.77)    (1.30)     (1.50)    (2.36)     (0.39)   (1.50) - 1/4” NPT  1/8” NPT  1/8” NPT   (0.59)   (0.20)  (0.20)     -          -
2326M27AVR2B 45         33 38        72.5        10 38       38     1/4” NPT  1/8” NPT  1/8” NPT     15         5        - 10        16

(1.77)    (1.30)     (1.50)    (2.36)     (0.39)   (1.50) (1.50) 1/4” NPT  1/8” NPT  1/8” NPT   (0.59)   (0.20)    -       (0.39)   (0.63)
2326M27JVR2B     45         33 38       89/105      10 38       38     1/4” NPT  1/8”  NPT 1/8” NPT     15         5        -         10        16

(1.77)    (1.30)     (1.50)  (3.50)/(4.13) (0.39)  (1.50) (1.50) 1/4” NPT  1/8” NPT  1/8” NPT   (0.59)   (0.20)    -       (0.39)   (0.63)
Panel mounting thread øY is 15/16” dia. x 26 TPI Whit Form.
Visual Indicator - Red (Off) / Green (On)  
* D dimension for visual indicator option code ‘J’ = 89 (3.50), code ‘H’ = 105 (4.13). These models are supplied with 2 off locknuts for mounting.

2326M27AVR2B (Visual Indicator Option 2326M27HVR2B)

2326M276VR2B (Visual Indicator Option 2326M27JVR2B)

For basic valve dimensions, see 3/2 spring return bases on page 1500.7

Visual 
Indicator
Option

Visual 
Indicator
Option

RK

Maximum Panel Thickness PT

10
øY

D

øL

3 ports P

Signal port SP

12

1

2

B

2

BS

Exhaust port EP

BE

3
Travel T

D

øL

Travel T

RK

10
øY

D

øL

3 ports P

Signal port SP

12

1

2

B

BS

Exhaust port EP
BE

3
Travel T

D

øL

Travel T

LA

ZAZ

For basic valve dimensions, see 3/2 spring return bases on page 1500.7
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3/2
Normally Closed

3/2
Diverter

5/2

3/2
Normally Open

3/2
Changeover
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11550000  Spool Valves

11550000..1166 11/05IN CONTROL

Preferred Models

Model Number Description Weight kg (lbs) Symbol

2326M2G-VR2B 1/4” NPT 3/2 Button operated, spring return 0.50 (1.10)

2326M2GGVR2B 1/4” NPT 3/2 Guarded button operated, spring return 0.55 (1.21)

2326BRR-VR2B 1/4” NPT 3/2 Key operated (positive). 0.97 (2.14)
Key removable in unoperated position

2326M2R-VR2B 1/4” NPT 3/2 Key operated (spring return). 0.97 (2.14)
Key removable in unoperated position

2326BRK-VR2B 1/4” NPT 3/2 Key operated (positive). 0.97 (2.14)
Key removable in both positions

2526BRR-VR2B 1/4” NPT 5/2 Key operated (positive). 1.47 (3.24)
Key removable in unoperated position

2526M2R-VR2B 1/4” NPT 5/2 Key operated (spring return). 1.47 (3.24)
Key removable in unoperated position

2526BRK-VR2B 1/4” NPT 5/2 Key operated (positive). 1.47 (3.24)
Key removable in both positions

General Description
A range of compact 3/2 and 5/2
manually operated spool valves 
in Stainless Steel for use on gases.

• Unique key
• Fully guarded button
• Closed centre

Operating Medium
Filtered non-lubricated air, 
inert, sweet (natural) gases.

Functional Symbols

Technical Data
Ports
• 1/4" NPT (BSP option available)
Working Temperature
• -20ºC to +180ºC (-4ºF to +356ºF)
Working Pressure (gases and liquids)
• 10 bar (145 psi) maximum
Operating Force
• 10 bar (145 psi) body pressure

Button Operated
• 3/2 valves - 76 N (17 lbf)
• 5/2 valves - 89 N (20 lbf)
Maximum Flow
• 6 bar (87 psi), 1 bar (14.5 psi) differential
• 3/2 valves - 1000 L/min (35.3 SCFM)
• 5/2 valves - 1200 L/min (42.4 SCFM)
Cv (Kv)
• 3/2 valves - 1.0 (15)
• 5/2 valves - 1.2 (17)
Construction Materials
• Stainless Steel AISI 316L 

to NACE MR-01-75 Body
• Stainless Steel AISI 316L 

to NACE MR-01-75 Spool
• 316 Stainless Steel Spring
• Fluoroelastomer Seals

For panel mounted version of model 2326M2G-VR2B, substitute code 5 for – in position 8. All other models are supplied with panel mounting facilities.
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11550000  Spool Valves

11550000..1177

INSTALLATION DIMENSIONS mm (inches)

11/05IN CONTROL

Model Number P               M               KA               KB               KD               KE KT

2326BRR-VR2B                 1/4” NPT        32               25                 29               22                  71 90º
1/4” NPT      (1.26)          (0.98)           (1.14)            (1.14)            (2.60) 90º

2326M2R-VR2B                1/4” NPT        32               25                 29               22                  71 60º
1/4” NPT      (1.26)          (0.98)           (1.14)            (1.14)            (2.60) 60º

2326BRKVR2B                1/4” NPT        32               25                 29                22                 71 90º
1/4” NPT      (1.26)          (0.98)           (1.14)            (1.14)            (2.60) 90º

2526BRR-VR2B                 1/4” NPT        32               25                 29                22                 71 90º
1/4” NPT      (1.26)          (0.98)           (1.14)            (1.14)            (2.60) 90º

2526M2R-VR2B                1/4” NPT        32               25                 29                22                 71 60º
1/4” NPT      (1.26)          (0.98)           (1.14)            (1.14)            (2.60) 60º

2526BRKVR2B                 1/4” NPT        32               25                 29                 22                71 90º
1/4” NPT      (1.26)          (0.98)           (1.14)            (1.14)            (2.60) 90º

For basic valve dimensions see 3/2 and 5/2 spring return bases on page 1500.7

3/2 Button Operated, Spring Return 

2326M2GGVR2B2326M2G-VR2B

Key Operated (Key retained in operated position) 2526BRR-VR2B
Key Operated, spring return (Key retained in ordered position) 2526M2R-VR2B
Key Operated (Key removable in both positions) 2526BRK-VR2B 

Key Operated (Key retained in operated position) 2326BRR-VR2B
Key Operated, spring return (Key retained in ordered position) 2326M2R-VR2B
Key Operated (Key removable in both positions) 2326BRK-VR2B 

Maximum Panel Thickness PT

10

1

2

3

Model Number D K L P R T          PT HA           HB
2326M2G-VR2B       31           10          20      1/4” NPT     15          5            5     

(1.22)      (0.39)     (0.79)   1/4” NPT    (0.59)    (0.20)    (0.20) - -
2326M2GGVR2B 31           10          20      1/4” NPT     15          5            4     30.5          28

(1.22)      (0.39)     (0.79)   1/4” NPT    (0.59)    (0.20)    (0.16) (1.20)       (1.10)

3/2 Button Operated, Spring Return 

3/2 Key Operated 5/2 Key Operated

RK

øY

D

øL

3 ports P Travel T

12

Maximum Panel Thickness PT

10

1

2

3

RK
øY

D

øL

3 ports P Travel T

12

Bezel nut A/F hexagon HB

Back nut A/F hexagon HA

Panel mounting thread øY is 15/16”
dia x 26 TPI Whit Form

10

KD 3 ports P

12

1

2

M sq

KA

KB

KTº

KA

KE

3

KA
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11550000  Spool Valves

11550000..1188 11/05IN CONTROL

Preferred Models

Model Number Description Weight kg (lbs) Symbol

2326B00-VR2B 1/4” NPT 3/2 Switch operated, spring return with detent 0.80 (1.76)

2326B553VR2B 1/4” NPT 3/2 Lever operated, with detent 0.80 (1.76)

2326M25-VR2B 1/4” NPT 3/2 Lever operated, spring return 0.65 (1.43)

2526B00-VR2B 1/4” NPT 5/2 Switch operated, spring return with detent 1.10 (2.43)

2526B553VR2B 1/4” NPT 5/2 Lever operated, with detent 1.10 (2.43)

2526M25-VR2B 1/4” NPT 5/2 Lever operated, spring return 1.10 (2.43)

General Description
A range of compact 3/2 and 5/2
manually operated spool valves 
in Stainless Steel for use on gases.

• Panel mounted switch operated
• Closed centre
• Compact

Operating Medium

Gases
Filtered non-lubricated air,
inert, sweet (natural) gases.

Liquids
Low pressure hydraulic, mineral
oil or water.

Functional Symbols

Technical Data
Ports
• 1/4" NPT (BSP option available)
• 1/8" NPT vent port

Working Temperature
• -20ºC to +180ºC (-4ºF to +356ºF)
Low temperature version
• -50ºC (-58ºF ) (optional)   

Working Pressure
• 12 bar (174 psi) maximum

Maximum Flow
• 6 bar (87 psi), 1 bar (14.5 psi) differential
• 3/2 valves - 1000 L/min (35.3 SCFM)
• 5/2 valves - 1200 L/min (42.4 SCFM)

Cv (Kv)
• 3/2 valves - 1.0 (15)
• 5/2 valves - 1.2 (17)

Operating Force
• 10 bar (145 psi) body pressure

Switch Operated
• 3/2 valves - 13 N (2.9 lbf)
• 5/2 valves - 16 N (3.5 lbf)

Models 2326B00-VR2B and 2526B00-VR2B are supplied with 2 off locknuts for mounting.

3/2
Normally Closed

3/2
Diverter

5/2

3/2
Normally Open

3/2
Changeover

Construction Materials
• Stainless Steel AISI 316L 

to NACE MR-01-75 Body
• Stainless Steel AISI 316L 

to NACE MR-01-75 Spool
• 316 Stainless Steel Spring
• Fluoroelastomer Seals
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INSTALLATION DIMENSIONS mm (inches)

11550000  Spool Valves

11550000..1199 11/05

3/2 Switch Operated, Spring Return with Detent

Model Number D K P R HA HB PT SA SB SC
2326B00-VR2B 61 10 1/4” NPT 10 30.5 28 5 13 95º 28

(2.40) (0.39) 1/4” NPT (0.39) (1.20) (1.10) (0.20) (0.51) 95º (1.10)
Panel mounting thread øY is 15/16” dia. x 26 TPI Whit Form.

2326B00-VR2B
2326B20-VR2B

For basic valve dimensions, see 3/2 spring return and pilot air return bases on page 1500.7

For basic valve dimensions, see 3/2 spring return bases on page 1500.7

3/2 Lever Operated, Spring Return 3/2 Lever Operated, with Detent

2326B553VR2B2326M25-VR2B

Model Number D L LB LC P V
2326M25-VR2B 41.25 32 96 11.3º 1/4” NPT -

(1.62) (1.26) (3.78) 11.3º 1/4” NPT -
2326B553VR2B 41.25 32 96 11.3º 1/4” NPT 1/8” NPT

(1.62) (1.26) (3.78) 11.3º 1/4” NPT 1/8” NPT

RK

Maximum Panel Thickness PT

10 SBº

D

Travel T

3 ports P

12

1

2

3

S

Back nut A/F hexagon HA

SC

10

LCº

D

LB

3 ports P

12

1

2

3

øL
10

LCº

D

LB

3 ports P

12

1

2

3

øL

View port V

øY

IN CONTROL
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INSTALLATION DIMENSIONS mm (inches)

11550000  Spool Valves

11550000..2200 11/05IN CONTROL

5/2 Switch Operated, Spring Return with Detent.
5/2 Switch Operated, Spring Return.

Model Number D K P R HA HB PT SA SB SC           V
2526B00-VR2B 61 10 1/4” NPT 10 30.5 28 5 13 95º 28 1/8” NPT

(2.40) (0.39) 1/4” NPT (0.39) (1.20) (1.10) (0.20) (0.51) 95º (1.10)     1/8” NPT
Panel mounting thread øY is 15/16” dia. x 26 TPI Whit Form.

2526B00-VR2B
2526B20-VR2B

For basic valve dimensions, see 5/2 spring return bases on page 1500.7

For basic valve dimensions, see 5/2 spring return bases on page 1500.7

5/2 Lever Operated, Spring Return. 5/2 Lever Operated, with Detent.
2526B553VR2B2526M25-VR2B

Model Number D L LB LC P V
2526M25-VR2B 41.25 32 96 11.3º 1/4” NPT 1/8” NPT

(1.62) (1.26) (3.78) 11.3º 1/4” NPT 1/8” NPT
2526B553VR2B 41.25 32 96 11.3º 1/4” NPT 1/8” NPT

(1.62) (1.26) (3.78) 11.3º 1/4” NPT 1/8” NPT
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